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CDD18V

Powerful 18 Volt combination

tool for high torque drilling

and screwdriving.

+ Impressive 71 Nm of torque

+ 5 all metal planetary gears for
high torque performance

+ 24 stage torque adjustment

Technical Data

Battery pack 18V/3.0Ah
No load speed

(1st gear / 2nd gear) 0-450/0-1700 rpm
Keyless chuck 1.5-13mm

Max. drilling capacity

in steel/wood 13/38 mm

Wood screws 12 mm

Torque settings 24

Torque soft joint / hard joint  32/71 Nm

Weight incl. battery 2.6 kg

1 0“0“ Clw18v

18 Volt impact wrench for easy
fastening of large construction
anchors — AnkaScrew™ and Boa™
Coil anchors.
+ Impressive 325 Nm of torque
+ Variable speed trigger for
enhanced control
+ Reversible battery pack design for
optimal tool balance

Technical Data

Battery pack 18V/3.0Ah

No load speed 0- 1400 rpm
Impact rate 0 -2200 Ipm
Drive shank square %" Square Drive
Torque 325 Nm

Spindle 0 M14

Weight incl. battery 3.9 kg

CRADIO

Powered by a two-way Rockford Fosgate® 44
Watt sound system with a 3-stage punch EQ®
bass boost, the jobsite radio provides crystal
clear sound over all volumes.
+ Operates on 240V AC power or 18V Ramset™
lithium-ion batteries
+ Rugged construction withstands a 2 metre drop
test to concrete
+ 14cm, 25W weather resistant speakers with
separate tweeters

® Ramset

50 YEARS OF SERVICE



